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Pinosa  PATENTED 

EPC 400 
FIREWOOD MACHINING CENTRE 

Manual - Semi and Fully Automatic operation 
Circular Sawblade cutting 

Revolutionise firewood production with a  
Pinosa firewood machining centre. 

 
Process round timber up to 42cm (16.5ò) diameter 

Process small twisted timber in bundles 
Process sawmill off cuts 

Quality output of consistent logs 
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EPC 400 
FIREWOOD MACHINING CENTRE 

Manual - Semi and Fully Automatic operation 

The EPC400 is fitted with a high quality circu-
lar sawblade giving the machine a cutting ca-
pacity of 42cm (16.5ò), the 26 ton splitter can 
split wood through a unique knife that has 
multiple splitting configurations. 
The machine is operated from a raised opera-
tor board giving good visibility over the ma-
chine and easy access to the timber being 
processed. The Machine can be operated in 
manual, semi-automatic and/or fully automatic 
modes. 
Timber is loaded into the machine using the 
inclined chain deck this ensures that the timber is kept square, the timber on the deck is supported 
by strong box sections to stop timber falling through. 

 
The timber deck loads the main infeed which uses a 
ópusherô to index the timber, the pusher can automatically 
adjust for variations in timber length so no small off cut is 
left at the end. 
The main infeed is much wider than the maximum cutting 
diameter which allows maximum diameter twisted timber 
and multiple smaller diameter timber to be cut. 
Processing small diameter branches or rings that do not 
want to be split are 
passed straight to the out 
feed conveyor.  

 
 
Rings to be split are transferred up to the 
splitter. The number of pieces the ring is to 
be split into is automatically selected and 
automatically positioned in the centre of 
the ring, giving a quality consistent split 
log. 
Optional log cleaning and out feed convey-
ors up to 8metres long are available. 
 
The machine can store multiple programs 
for different log sizes so the machine can 
be changed from producing large split logs 
to short small logs instantly without making 
any mechanical adjustments. 
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Pinosa  PATENTED 

The optional Pinosa log cleaning unit. 
Removes loose bark, and debris from 
the sawn and split logs. 
 
 
Automatic sawing and splitting means 
a consistent quality log. 
 
 

The machine can lower and raise the 
splitting knife from its lowest to highest 
position without having to stop the ma-
chine and clear logs from beneath.  
Splitting knifes with up to 4 different split-
ting sections can be supplied  
e.g. 2-4-6-8 or 2-4-8-10 or 2-4-8-12 

Optional inclined timber deck with independent  log 
turningðloading claws allows timber to be loaded 
quickly and can be fitted when processing timber over 
3000mm 

The infeed Pusher can be raised on itôs return 
stroke to allow the infeed trough to be loaded 
whilst the machine processes the previous piece 
of timber. This ensures the saw is continuously 
cutting rather that waiting for the next piece of tim-
ber to be loaded. 

Many of the features of  the 
EPC400 ensures the machine 
can deal with typical British 
short logs down to 150mm 
(6ò), by processing them ó2-at-
a-timeô reduces the tendency 
of the sawn log to twist and 
maintains a high  production 
output. 


